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by Elica

Prava talijanska prica

Preko vise od 45 godina, ¢vrstoca, sigurnost i pouzdanost nasih
proizvoda pricaju pricu. Prica koja je posvecena talijanskim obiteljima,
koja svaki dan ozivljava u srcu njihovih domova, u njihovoj kuhinji. Nasa
kultura je usredotocena na vrijednostima koje smo uvijek dijelili s nasim
klijentima, s istim koje su napisale i nastavljaju pisati jednostavnu i
ujedno originalnu pri¢u koju mi Zelimo donijeti u domove Sirom svijeta i
koju zovemo “Prava talijanska pri¢a”.

For over 45 years, the solidity, the safety and the reliability of our
products tell a story. A story dedicated to Italian families, that comes to
life every day in the heart of their homes, the kitchen. Our culture is
centred on the values that we have always shared with our customers,
the same that have written and continue to write a simple and genuine
story that we want to bring in homes throughout the world and that we
call "True Italian story".




8 ZIDNE
WALL

19 CERTOSA

15 IRIS

10 KITTY

14 LUCREZIA

11 NORMA

17 PANTHEON

18 SEMPIONE

21 SOFIA

9 THUNDER

2 2 OTOCNE (VISECE)
ISLAND

29 ARENA

23 GIOIA

27 LIPARI

26 MONTENAPOLEONE



30O UGRADBENE thbO@

BUILI-IN

34 LEI

33 LEIC

35 TILLY

36 DODATNA OPREMA

32TT14 Accessories
39 DETALJI
Details
43 PLUS
Plus
31 TT26

katalog

the catalogue
Preko naSeg iskustva

do proizvoda
From our experience

to our products.



Kvaliteta
na dohvat ruke

“w WETEHE s 9=



Ucinkovitost | sigurnost
Efficiency and safety

Elica propulsion laboratory je jedini
laboratorij na svijetu posveden
dizajniranju i istrazivanju napa. Svaki
pojedinacni dio naseg proizvoda je
testiran kako bi zadovoljio najvisi nivo
ucinkovitosti i sigurnosti. Od izvanredne
brzine usisavanja do maksimalnog
umanjivanja buke, od provjere trosenja
materijala do dizajniranja svjetla: mi
dizajniramo nase proizvode tako Sto ih
vecé zamislimo u svakodnevnom Zivotu
u ku¢ama nasih kupaca.

Mi radimo za njih svaki dan, imajuci u
vidu potrebe danasnjice kao i one koje
¢e imati u buduénosti.

Elica Propulsion Laboratory is the only
laboratory in the world dedicated to
design and research on hoods. Every
single component of our products is
tested to meet the highest levels of
efficiency and safety. From extraordinary
suction speed, to maximum noise
reduction, from verification of the wear of
the materials to the design of lighting: we
design our products picturing them
already into the everyday lives of our
customers houses.

We work for them every day, keeping in
mind the needs they have today and also
those which they will have tomorrow.
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TRADICIJA |
EVOLUCIJA

Tradition and evolution

Iskustvo je nasSa pocetna tocka. Nas
timski rad se zasniva na dijeljenju
znanja. Samo u tom slucaju, nasa

stru¢nost postaje know-how (znanje) iz

kojeg proizilaze mnogo funkcionalniji
proizvodi.

Nasa tradicija se nalazi u konstantnoj
evoluciji; te na ovaj nacin mozemo
predvidjeti buduénost za nase kupce.

Experience is our starting point. Our
team work is based on knowledge
sharing. Only in this way, our
expertise becomes know-how
resulting in increasingly more
functional products. Our tradition is in
continuous evolution: in this way we
can anticipate the future to our
customers.



ISTINSKI MADE IN ITALY

Made in Italy je Cista energija.

U svakom nasem

proizvodu lezi kreativni duh. Mi
konstantno trazimo razlicita
gledista da bismo razvili
inovativna rjeSenja koja daju vise
vaznosti ideji doma i ¢ine Zivot
jednostavnijim i ugodnijim.

Made in Italy is pure energy. It is the
creative spirit that lives in each one
of our products.

We constantly look for different
points of view, to develop innovative
solutions that give more value to the
idea of a home and make daily life
ever more comfortable and simple.
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ZIDNE Wall

THUNDER

Zavrsna Obrada Crno Staklo+ Crnji Dimnjak, Bijelo Staklo + Bijeli Dimnjak Kontrole Kontrole na Dodir 3V+I
Finish Black Glass + Black Chimney, White Glass + White Chimney Controls 3S+1 Touch control
Veli¢ina 60-90 CM Osvijetljenje LED 2X2,5 W
Size Lighting Led 2x2,5 W
Verzija Odvodna
Version Duct-Out
Promjer Odvodnog Izlaza 150 mm
Duct-Size
Rezim Bustera 757 ms/h
Booster Airflow
Razina Buke 65 db(A)
Noise Level
Ukupna Potrosnja 265 W
Total Absorption
Energetska Klasa B (A++/E)
Energy Class
DODACI / ACCESSORIES
Filter za masnocu Ukljuceno
Grease Filter Included
Ugljeni Filter Opcionalno CFC0038668
Charcoal Filter Optional
- MODELI / MODELS
THUNDER BL/A/60/LX PRF0107819B
THUNDER BL/A/90/LX PRF0107820B
THUNDER WH/A/60/LX PRF0107821B
THUNDER WH/A/90/LX PRF0107822B
JL | [JL 7~ | o 9e®
84 ] | 8 SN " D‘ o/
ENERGY CLASS ] @ —
=45 cm =65 cm Motor 1200 User-friendly Back Filter change Double-breath
electronic aspiration indicator aspiration
controls
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KITTY

Zavrsna Obrada Crno Staklo + Crni Dimnjak, Bijelo Staklo + Bijeli Dimnjak Kontrole Kontrole na Dodir 2V+I
Finish Black Glass + Black Chimney, White Glass + White Chimney Controls 25+I Touch control
MISURE 60-90CM Razina Svjetlosti LED 2X1 W
Size Lighting Led 2x1 W

Verzija Odvodna

Version Duct-Out

Promjer Odvodnoh Izlaza 150 mm

Duct-Size

ReZim Bostera 713 m3/h

Booster Airflow

Razina Buke 60 db(A)

Noise Level

Ukupna Potro$nja 272 W

Total Absorption

Energetska Klasa B (A++/E)

Energy Class
DODACI / ACCESSORIES

Filter za Masnocu Uklju¢eno
Grease Filter Included
Ugljeni Filter Opcionalno CFC0038668
Charcoal Filter Optional
Dugovjecni Filter Opcionalno CFC0139338
Long life filter Optional
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[aN4 MODELI / MODELS
KITTY BL/A/60 PRF0114567
KITTY BL/A/90 PRF0114570
KITTY WH/A/60 PRF0114575
KITTY WH/A/90 PRF0114578
JL| (dL RS ‘iRl R
? § N
ENERGY CLASS ﬁ 4 ﬁ ‘\ Q [— ]
=45 cm =65 cm Motor 1200 High Perimeter Washable  User-friendly
performance  aspiration grease electronic
motor filters controls
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NORMA

Nehrdajuci Celik + Crno Staklo Komande Mehnicka tipka 3V
Stainless Steel + Black Glass Controls 3S Mechanical Push Button
60 - 90 CM Razina Svjetlosti LED 2X2,5 W
Lighting Led 2x2,5 W
Verzija Odvodna
Version Duct-Out
Promjer Odvodnih Izlaza 150 mm
Duct-Size
Maksimalni Protok Zraka 368 mi/h
Max Airflow
Razina Buke 62 db(A)
Noise Level
Ukupna Potrossnja 140w
Total Absorption
Energetska Klasa D (A++/E)
Energy Class
DODACI / ACCESSORIES
Filter za Masnocu Uklju¢eno
Grease Filter Included
Ugljeni Filter Opcionalno  F00333/S
Charcoal Filter Optional
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NORMA H6 IX/BL/A/60 PRF0052950A
NORMA H6 IX/BL/A/90 PRF0052980A
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Motor 700 Large
aspiration
surface
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Centar nase strucnosti: kupac.
The centre of our expertise: the customer.




ZIDNE Wall

Zavrsna Obrada

Nehrdajuci Celik + Staklo + Crno Staklo

LUCREZIA

L . Controle Mehanicka tipka 3V
Finish Stainless Steel + Glass + Black Glass Controls 35 Mechanical Push Button
;eﬁcma 60-90CM Razina Svjetlosti LED 2X2,5 W

z€ Lighting Led 2x2,5 W

Verzija Odvodna
Version Duct-Out
Promjer Odvodnih Izlaza 150 mm
Duct-Size
Maksimalni Protok Zraka 368 m3/h
Max Airflow
Razina Buke 62 db(A)
Noise Level
Ukupna Potrosnja 40w
Total Absorption
Energetska Klasa D (A++/E)
Energy Class
DODACI / ACCESSORIES .
Filter za Masnocu Ukljuceno
Grease Filter Included
Ugljeni Filter Opcionalno F00333/S
Charcoal Filter Optional
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MODELI / MODELS
LUCREZIA IX/BL/A/60 PRF0053000A
LUCREZIA IX/BL/A/90 PRFO053001A
ENERGY CLASS ﬁ 4 @ ‘S % K Z

=50 cm =65 cm
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Motor 700 Large
aspiration
surface



RIS

ZIDNE Wall

Nehrdajuci Celik + Staklo + Crno Staklo Kontrole Mehanicka tipka 3V
Stainless Steel + Glass + Black Glass Controls 3S Mechanical Push Button
60-90CM Razina Svjetlosti LED 2X2,5 W
Lighting Led 2x2,5 W
Verzija Odvodna
Version Duct-Out
Promjer Odvodnih Izlaza 150 mm
Duct-Size
Maksimalni Protok Zraka 368 m3/h
Max Airflow
Razina Buke 62 db(A)
Noise Level
Ukupna Potrodnja 140w
Total Absorption
Energetska Klasa D (A++/E)
Energy Class
DODACI / ACCESSORIES
Filter za Masnocu Ukljuceno
Grease Filter Included
Ugljeni Filter Opcionalno F00333/S
Charcoal Filter Optional
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MODELI / MODELS
IRIS IX/BL/A/60 PRF0052820A
IRIS IX/BL/A/90 PRF0052881A
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50 cm =65 cm
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Motor 700 Large
aspiration
surface
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Tradicija koja
gleda u buducnost.

The tradition that looks
ahead.




PANTHEON

Zavréna Obrada Nehrdajuci Celik + Staklo Kontrole Mehanicka tipka 3V
Finish Steel + Glass Controls 3S Mechanical Push Button
Veli¢ina 60 -90 CM Razina Svjetlosti LED 2X2,5 W
Size Lighting Led 2x2,5 W
Verzija Odvodna
Version Duct-Out
Promjer Odvodnih Izlaza 150 mm
Duct-Size
Maksimalni Protok Zraka 368 m3/h
Max Airflow
Razina Buke 62 db(A)
Noise Level
Ukupna Potro$nja 1aow
Total Absorption
Energetska Klasa D (A++/E)
Energy Class
DODACI / ACCESSORIES
Filter za Masnocu Ukljuceno
Grease Filter Included
Ugljeni Filter Opcionalno F00333/s
Charcoal Filter Optional
Filter za Dugovjecnost Opcionalno F00262/3S
Long life filter Optional

280
D.OUT. MIN 681 - MAX 1130
REC. MIN 603 - MAX 1130

MODELI / MODELS
PANTHEON IX/A/60

68115382A

PANTHEON IX/A/90

68115243A
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50 cm =65 cm
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Motor 700 Large Long life
aspiration filter
surface
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ZIDNE Wall

Zavrsna Obrada Nehrdajuci Celik + Staklo

SEMPIONE

Kontrole Mehanicka tipka 3V
Finish Stainless Steel + Glass Controls 3S Mechanical Push Button LED
Veli¢ina 60-90CM Razina Svjetlosti 2X2,5W
Size Lighting Led 2x2,5 W
Verzija Odvodna
Version Duct-Out
Promjer Odvodnih Izlaza 150 mm
Duct-Size
Maksimalni Protok Zraka 368 mi/h
Max Airflow
Razina Buke 62 db(A)
Noise Level
Ukupna Potrosnja 140w
Total Absorption
Energetska Klasa D (A++/E)
Energy Class
DODACI / ACCESSORIES
Filter za Masno¢u Ukljuceno
Grease Filter Included
Ugljeni Filter Opcionalno  F00333/S
Charcoal Filter Optional
237 O . v .
3 Filter za dugovjecnost Opcionalno  F00262/3S
>5< 8 Long life filter Optional
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MODELI / MODELS
450 SEMPIONE IX/A/60 68515420A
SEMPIONE IX/A/90 68515381A
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ENERGY CLASS

=50 cm =65 cm
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Motor 700 Large Long life
aspiration filter
surface



CERTOSA

Zavréna Obrada  Nehrdaju¢i Celik Kontrole Mehanicka tipka 3V
Finish Stainless Steel Controls 3S Mechanical Push Button
Veli¢ina 60-90 CM Razina Svjetlosti LED 2X3 W
Size Lighting Led 2x3 W
Verzija Odvodna
Version Duct-Out
Promjer Odvodnih Izlaza 150 mm
Duct-Size
Maksimalni Protok Zraka 395 m*h
Max Airflow
Razina Buke 68 db(A)
Noise Level
Ukupna Potro$nja 96 W
Total Absorption
Energetska Klasa D (A++/E)
Energy Class
DODACI / ACCESSORIES
Filter za Masnocu Ukljugeno
Grease Filter Included
Ugljeni Filter Uklju¢eno F00479/1S
Charcoal Filter Included
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MODELI / MODELS
CERTOSA IX/A/60/PB 68415698C
CERTOSA IX/A/90/PB 68415699C
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Motor 800 Large
aspiration
surface
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Smislen, konkretan i

siguran izbor.
A conscious, concrete and
safe choice.




SOFIA

ZIDNE Wall

Zavréna Obrada Nehrdajuéi Celik gonttrolf Mehanicka tipka 3V
Finish Stainless Steel ontrols 3S Mechanical Push Button
Velicina 60-90 CM Razina Svjetlosti LED 2X3 W
Size Lighting Led 2x3 W
Verzija Odvodna
Version Duct-Out
Promjer Odvodnih Izlaza 150 mm
Duct-Size
Maksimalni Protok Zraka 368 m3/h
Max Airflow
Razina Buke 62 db(A)
Noise Level
Ukupna Potro3nja 141w
Total Absorption
Energetska Klasa D (A++/E)
Energy Class
DODACI/ ACCESSORIES
Filter za Masnocu Uklju¢eno
Grease Filter Included
. Ugljeni Filter Opcionalno F00333/S
< Charcoal Filter Optional
rLAQ <5 =~ - —
/N x X Filter za Dugovjecnost F00262/3S
<zi ; Long life filter
S Profesionalni nehrdajuci celi¢ni filter Opcionalno KIT0010806
8 - Professional stainless steel filter Optional
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SOFIA H6 IX/A/60 55915416A
SOFIA H6 IX/A/90 55915417A
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=50 cm =65 cm
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Motor 700 Large Long life
aspiration filter
surface
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GIOIA

OTOCNE /sland

Zavrsna Obrada Nehrdajuti Celik, Bijela Kontrole Tipka za Blz'-lgo Osvjetlienje 3v
Finish Stainless Steel, White Controls 3S Soft Light Push Button
Veli¢ina 250 CM Razina Svjetlosti LED 2X2,5 w
Size Lighting Led 2x2,5 W
Verzija Filtriranje
Version Filtering
Promjer Odvodnih Izlaza 150 mm
Duct-Size
Maksimalni Odvod Zrak 581 m3/h
Max Airflow
Razina Zvuka 68 db(A)
Noise Level
Ukupna Potro$nja 180 W
Total Absorption
Energetska Klasa C (A++/E)
Energy Class
DODACI / ACCESSORIES
Filter za Masnocu Uklju¢eno
Grease Filter Included
Filter za Dugovje¢nost Ukljuceno F00264/1S
Long life filter Included
Alat za Odvod Opcionalno KIT02262
Duct-out kit Optional
Komplet za Produzni Kabel (2,5M) Opcionalno KIT01889
5 Extension cable kit (2,5m) Optional
® Zidni Komplet Opcionalno KIT02263
X Wall mounted Kit Optional
<
=
o
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>
MODELI / MODELS
GIOIA IX/F/50 PRF0005291A
GIOIA/WH/F/50 71716373A
L m% oog| AN N
ENERGY CLASS @4 K Z I\'/
=50 cm Motor 1000  Washable Large Long life
grease aspiration filter
filters surface
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Vrijednost istine je drzana

svaki dan.

The value of a promise kept every
day.




OTOCNE /s/land

Zavrsna Obrada  Nehrdajuci Celik

Finish Stainless steel
VELICINA 243 CM
Size

MIN850-MAX1150

MONTENAPOLEONE

Kontrole Mehanicka tipka 3V
Controls 3S Mechanical Push Button
Razina Svjetlosti LED 2X3 W

Lighting Led 2x3 W

Verzijg Odvodna

Version Extraction

Promjer Odvodnih Izlaza 150 mm

Duct-Size

Maksimalni Odvod Zraka 603 m3/h

Max Airflow

Razina Buke 68 db(A)

Noise Level

Ukupna Potrosnja 256 W

Total Absorption

Energetska Klasa C (A++/E)

Energy Class

DODACI / ACCESSORIES

Filter za Masnocu Uklju¢eno

Grease Filter Included

Filter za Dugovjecnost Opcionalno F00431/5
Long life filter Optional

MODELI / MODELS

MONTENAPOLEONE LX/X/A PRF0014510A

=
&

ENERGY CLASS

=50 cm =65 cm

turbo@
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Motor 1000  Long life
filter



LIPARI

OTOCNE Island

. R Mehanicka tipka 3V
Zavréna Obrada Nehrdajuci Celik + Staklo Kontrole )
Finish Stainless steel + Glass Controls 35 Mechanical Push Button
Veli¢ina 90X60 CM Razina Svjetlosti LED 2X2,5 W
Size Lighting Led 2X2.5 W

Verzija
Version Odvodna
Promjer Odvodnih Izlaza Duct-Out
Duct-Size 150 mm
Maksimalni Protok Zraka
Max Airflow 368 m3/h
Razina Zvuka
Noise Level 62 db(A)
Ukupna Potrosnja
Total Absorption 140w
Energetska Klasa
Energy Class D (A++/E)
DODACI / ACCESSORIES
Filter za Masnocu UKljuéeno
Grease Filter Included
Ugljeni Filter Opcionalno F00333/S
Carbon Filter Optional
7’%0 <8 iilter zaIEug?'\l/J;eEnost Opcionalno F00262/3S
ong life filter i

5 9 Optional
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MODELI / MODELS
LIPARI IX/A 68117034A
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ENERGY CLASS

=50 cm =65cm
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Motor 700 Long life
filter
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Znanje i pouzdanost,
prirodno povezani...

Know-how and reliability,
naturally connected..




OTOCNE Island

ARENA

FINITURE ACCIAIO INOX Kontrole Mehag‘éka,”p';a 3V I_-?s
Finish Stainless Steel Controls Mechanical Push Button
MISURE 60X100 CM Razina Svjetlost LED 4X2,5 W
size Lighting Led 4x2,5 W
Verzija ASPIRANTE
Version Duct-Out
Promjer Odvodnih Izlaza 150 mm
Duct-Size
Maksimalni Protok Zraka 368 mi/h
Max Airflow
Razina Buke 62 db(A)

Noise Level

Ukupna Potrodnja 145 W

Total Absorption

Energetska Klasa D (A++/E)
Energy Class

Dodaci / ACCESSORIES

Filter za Masnocu Ukljuceno
Grease Filter Included
Ugljeni Filter Opci_onalno F00333/S
Charcoal Filter Optional

rﬂj 282 Filter za Dugovjecnost Opcipnalno F00262/3S
Long life filter Optional

347

min 780 - max 1070
e /

Duct out / Recycling:

MODELI / MODELS
ARENA IX/A 57317036A

JEn T @

55

&
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ENERGY CLASS

=50 cm =65 cm Motor 700 Large Long life
aspiration filter
surface
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TT26

UGRADBENE BUILT-IN

Zavréna Obrada  Siva + Nehrdajuéi Celik E°“ttr°'f Mehanicka tipka 3V 35
Finish Grey + Stainless steel ontrois Mechanical Push
velidina 60 CM Razina Svjetlosti LED 2x3 W
Size Lighting Led 2x3 W
Verzija Odvodna
Version Duct-Out
Promjer Odvodnih Izlaza 150 mm
Duct-Size
Maksimalni Protok Zraka 581 m3/h
Max Airflow
Razina Zvuka 65 db(A)
Noise Level
Ukupna Potrosnja 181 W
Total Absorption
Energetska Klasa C (A++/E)
Energy Class
DODACI / ACCESSORIES
Filter za Masnocu Uklju¢eno
Grease Filter Included
Ugljeni Filter OPCiFJnaan CFC0038668
Charcoal Filter Optional
MODELI / MODELS
TT26 ST/GRX/A/60 PRF0095886B

e
5

ENERGY CLASS

=50 cm =65 cm

31
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Motor 1300

turbo@



UGRADBENE BUILT-IN

1114

. o Kontrole Mehanicka tipka 3V
Zavréna Obrada Siva + Nehrdajuci Celik, Siva + Staklo Controls 35S Mechanical Push Button
Finish Grey + Stainless steel, Grey + Glass
Veli¢ina 60 - 90 CM Razina Svjetlosti LED 2X3 W
Size Lighting Led 2x3 W
Verzija Filtriranje Odvodna
Version Filtering Duct-Out
Promjer Odvodnih Izlaza 120 mm 120 mm
Duct-Size
Maksimalni Protok Zraka 304 m*/h 304 m*h
Max Airflow
Razina Buke 62 db(A) 62 db(A)
Noise Level
Ukupna Potrosnja 121w 121w
Total Absorption
Energetska Klasa D (A++/E) D (A++/E)
Energy Class
DODACI / ACCESSORIES
Filter za Masnocu Uklju¢eno
Grease Filter Included
Ugljeni Filter ' Uklju¢eno CFC0038000
Charcoal Filter Included
Ugljeni F”ter'* Opcionalno CFC0038000
Charcoal Filter* Optional
MODELI / MODELS
TT14 LX/GRX/F/60 PRF0045674B
TT14 LX/GRX/F/90 PRF0045675B
TT14 LX/GR/VT/A/60* PRF0153179

ENERGY CLASS

s
=

=50 cm

turbo@

=65 cm
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Zavrsna Obrada Siva

LEI C

UGRADBENE BUILT-IN

Komande Tipka 3V
Finish Grey Controls 3S push button
Velitina 52-72CM Razina Sujetlosti LED 2X3 W
Size Lighting Led 2x3 W
Verzija Odvodna
Version Duct-Out
Promjer Odvodnih Izlaza 120 mm
Duct-Size
Maksimalni Protok Zraka 368 m3/h
Max Airflow
Razina Buke 67 db(A)
Noise Level
Ukupna Potrosnja 146 W
Total Absorption
Energetska Klasa D (A++/E)
Energy Class
DODACI / ACCESSORIES
Filter za Masnocu Uklj¢eno
Grease Filter Included
Ugljeni Filter Opcionalno CFC0038000
Charcoal Filter Optional
MODELI / MODELS
LEI C GR/A/52 PRF0151709
LEI C GR/A/72 PRF0151710

2
ok

ENERGY CLASS

=50 cm =65 cm

33
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Motor 900
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UGRADBENE BUILT-IN

LE

Zavrsna Obrada Siva Kontrole SLIDER 3V
Finish Grey Controls 3S Slider
Veli¢ina 52-72CM Razina Svjetloti LED 2X3 W
Size Lighting Led 2X3 W
Verzija Odvodna
Version Duct-Out
Promjer Odvodnih Izlaza 120 mm
Duct-Size
Maksimalni Protok Zraka 223 mh
Max Airflow
Razina Buke 54 db(A]
Noise Level
Ukupna Potrosnja 81w
Total Absorption
Energetska Klasa C (A++/E)
Energy Class
DODACI / ACCESSORIES
Filter za Masnocu Uklju¢eno
Grease Filter Included
Ugljeni Filter Opcionalno CFC0038000
Charcoal Filter Optional
MODELI / MODELS
LEI GR/A/52 PRFO151707
LEI GR/A/72 PRF0O151708

€] (#] (&

=50 cm =65cm

turbo@
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UGRADBENE BUILT-IN

TILLY

Zavréna Obrada Nehrdajuéi Celik, Bijela, Crna Kontrole SLIDER 3V
Finish Stainless Steel, White, Black Controls 35 Slider
Veli¢ina 50-60 CM Razina Svjetlosti LED 1X3 W
Size Lighting Led 1X3 W
Verzij:a Filtriranje
Version Filtering
Promjer Odvodnih Izlaza 125 mm
Duct-Size
Maksimalni Protok Zraka 200 m3/h
Max Airflow
Razina Buke 69 db(A)
Noise Level
CONSUMO TOTALE 83 W
Total Absorption
CLASSE ENERGETICA C (A++/E)

Energy Class
DODACI / ACCESSORIES

Filter za Masnocu Uklju¢eno
Grease Filter Included
Ugljeni Filter Uklju¢eno F00480
Charcoal Filter Included
Komplet za Bijeli Dimnjak Opcionalno KIT01914
Chimney Kit Stainless steel Optional
Komplet za Bijeli Opcionalno KIT01911
Dimnjak Chimney Kit Optional
WBHRlet za Bijeli Opcionalno KIT01912
Dimnjak Chimney Kit Optional
77 Black
MODELI / MODELS
TILLY WH/F/50 64415214C
TILLY WH/F/60 64415213C
TILLY IX/F/50 PRF0044970B
TILLY IX/F/60 PRF0044990B
TILLY BL/F/50 PRF0154065A
TILLY BL/F/60 64416116C
G L)
ENERGY CLASS ﬁ 4 ﬁ ‘s a E
=50 cm =65 cm Motor 350 Free or
under-cabinet
installation
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INSTALLAZIONE / Installation

PRAVOKUTNI OKRUGLI SPOJNIK / Rectangular-round joint

@125 - 150X70 MM 1052G
@150 - 220X90 MM 1053Q

SMANJENJE / Reduction

125-100 MM 1052L
150-125 MM 1052M

HORIZONTALNI PRAVOKUTNI PREGIB 90°
Horizontal rectangular curve 90°

220X90 MM 1053S
150X70 MM 1052F

ZAKRIVLJENO FLEKSIBILNO CRIJEVO / Round flexible hose

@125 X 1000 MM 1052N
@125 X 3000 MM 1052W
@150 X 3000 MM 1052AD

OKRUGLO CRIJEVO / Round hose

@125 X 1000 MM 10520
@150 X 1000 MM 1053W
@150 X 500 MM 1053X

PRAVOKUTNO CRIJEVO / Rectangular hose

150X70X1000 MM 1052A
150X70X1500 MM 1052B
220X90X1000 MM 1053M

PRAVOKUTNO FLEKSIBILNO CRIJEVO / Retangular flexible hose

150X70X1000 MM 1052C
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INSTALLAZIONE / Installation

OKRUGLI SPOJNIK / Round joint

@125 MM 1052pP

@150 MM 10537

ZAKRIVLJEN PREGIB 90° / Round curve 90°

@125 MM 1052R
@150 MM 1053Y

ZAKRIVLJEN PRAVOKUTNI PREGIB / Round-rectangular curve

@125 - 150X70 MM 1052Q
@150 - 220X90 MM 1053P

HORIZONTALNI PRAVOKUTNI PREGIB 90°
Horizontal rectangular curve 90°

220X90 MM 1053R
150X70 MM 1052E

PRAVOKUTNI SPOJ (ZGLOB) / Rectangular joint

220X90 MM 1053N
150X70 MM 1052D

KOMPLET ALUMINIJSKO CRIJEVO + SPAJAC CRIJEVA / Aluminium hose kit + hose clamp

@125 X 750 KITO094727
@150 X 750 KITO094725
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DODACI / Accessories

DODACI ZA VISOKE PERFORMANSE / Accessories for high performance

PROFESIONALNI FILTER ZA MASNOCU OD NEHRDAJUCEG CELIKA
Grease Filter professional stainless steel

KIT0010806 DOSTUPNO ZA / Available for
ARENA - SOFIA - GIOIA - CERTOSA - NORMA

PROFESIONALNI FILTER ZA MASNOCU OD NEHRPAJUCEG CELIKA
Grease Filter professional stainless steel Buffle

KIT0010804 DOSTUPNO ZA / Available for

ARENA - SOFIA - GIOIA - CERTOSA

UGLJENI FILTER / Charcoal Filter

ZIDNE / WALL KOD / Code VRSTA FILTERA / Filter type
CERTOSA FO0479/1S UGLJENI FILTER / Charcoal Filter
IRIS FO0333/S UGLJENI FILTER / Charcoal Filter
KITTY CFC0137745 UGLJENI FILTER / Charcoal Filter
CFC0139338 DUGOVJECNI FILTER / Long life filter
LUCREZIA FO0333/S UGLJENI FILTER / Charcoal Filter
NORMA FO0333/S UGLJENI FILTER / Charcoal Filter
PANTHEON FO00333/S UGLJENI FILTER / Charcoal Filter
F00262/3S DUGOVJECNI FILTER / Long life filter
SEMPIONE FO00333/S UGLJENI FILTER / Charcoal Filter
F00262/3S DUGOVJECNI FILTER / Long life filter
SOFIA F00333/S UGLJENI FILTER / Charcoal Filter
F00262/3S DUGOVJECNI FILTER / Long life filter
THUNDER CFC0038668 UGLJENI FILTER / Charcoal Filter
OTOCNE / Island KOD / Code VRSTA FILTERA/ Filter type
ARENA F00333/S UGLJENI FILTER / Charcoal Filter
F00262/3S DUGOVJECNI FILTER / Long life filter
GIOIA F00264/1 DUGOVJECNI FILTER / Long life filter
LIPARI F00262/3S DUGOVJECNI FILTER/ Long life filter
FO0333/S UGLJENI FILTER / Charcoal Filter
MONTENAPOLEONE FO00431/S DUGOVJECNI FILTER / Long life filter
UGRADBENE / Built-in KOD / Code VRSTA FILTERA/ Filter type
LEI CFC0038000 UGLJENI FILTER / Charcoal Filter
LEIC CFC0038000 UGLJENI FILTER / Charcoal Filter
TILLY FO0480 UGLJENI FILTER / Charcoal Filter
TT14 CFC0038000 UGLJENI FILTER / Charcoal Filter
TT26 CFC00396868 UGLJENI FILTER / Charcoal Filter

turbo@
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DALJNJE INFORMACIJE /
Further informations e s

Protok zraka m3/h

Airflow m3/h
1V 2V 3V 4V *
ARENA 195 224 368 - 55 56 62 - D
CERTOSA 165 224 395 - 49 55 68 - D
GIOIA 240 362 581 - 50 52 68 - C
IRIS 195 224 368 - 56 56 62 - D
LEI 125 155 224 - 45 47 54 - C
LEI C 288 352 368 - 62 66 67 - D
KITTY 464 - 625 713 60 - 60 67 B
LIPARI 195 224 368 - 55 56 62 - D
LUCREZIA 195 224 368 - 55 56 62 - D
MONTENAPOLEONE 240 366 603 - 47 55 68 - C
NORMA 195 220 368 - 55 56 62 - D
PANTHEON 195 224 368 - 55 56 62 - D
SEMPIONE 195 224 368 - 55 56 62 - D
SOFIA 195 224 368 - 55 56 62 - D
THUNDER 304 430 603 757 50 58 65 69 B
TILLY 140 185 200 - 62 67 69 - Cc
TT 14 125 165 304 - 46 48 62 - D
TT 26 240 368 581 - 44 54 65 - C

* Vrijeme Brzine Boostera - Booster time speed
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DALJNJE INFORMACIJE /
Further informations

7

4

ODVODNE / DUCT-OUT

Biranje Odgovarajuce
Jacine Protoka Zraka

Izaberite napu koja olaksava rad u vasoj kuhinji, dozvoljava slobodu
kretanja | pojednostavljuje pripremu obroka.

Napa bi takoder trebala imati i odgovarajucu snagu usisavanja. Imajte
u vidu velic¢inu vase kuhinje: to je jedini nacin da se ostvari potreban
protok zraka i umanji potrosnja elektri¢ne energije.

BIRANJE VERZIJE

Svi Turboair modeli su dizajnirani tako da rade i u odvodnoj verziji,
gdje se zrak prikuplja i zatim izbacuje van, te u reciklirajucoj verziji,
gdje se zrak prikuplja, procis¢ava kroz filtere i ponovo vraca
uokruzenje kuhinje. Obje verzije jamce ucinkovito

procis¢avanje kuhinjskog zraka, ali se

razlikuju prilikom ugradnje i odrzavanja. Odvodna kuhinjska napa
mora biti spojena na odredeni ventilacijski sistem koji prenosi sav
prikupljeni zrak iz kuc¢e van.

Ovaj nacin zahtijeva ventilacijski sistem dovoljno velikog promjera
(najmanje 120 mm, sa boljim uc¢inkom od 150 mm). Ventilacijski
sistem takoder ne bi trebao biti predug niti krivudav, u suprotnom
aerodinamicni otpor prolaza moze dovesti do "gubitka snage”,
odnosno kubnih metara izgubljenog protoka zraka.

turbo@
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FILTRIRANJE / FILTERING

CHOOSING THE CORRECT
AIRFLOW POWER

Choose a hood that facilitates your work in the kitchen, affords
freedom of movement and simplifies food preparation.

The hood should also have the right suction power. Consider the size
of your kitchen and your cooking habits: this is the only way to obtain
the right air flow and lower electricity consumption. A simple
calculation allows understanding the most suitable capacity for every
kitchen. Jut multiply the volume of the room by 10 to obtain the ideal
capacity.

CHOOSING THE VERSION

All Turboair models are designed to work both in the duct-out version,
where air is captured and expelled to the outside, or the recycling
version, where air is captured, purified through filters, and sent back
into the kitchen environment. Both versions guarantee efficient
cleansing of the kitchen air, but differ in terms of installation and
maintenance. The ductout version must be connected to the outside
through a specific piping system that carries all the captured air from
the house. This requires piping with a sufficiently large diameter (at
least 120 mm, though 150 mm is better). The piping must also not be
too long or tortuous, otherwise the aerodynamic resistance of the
passage can cause “power loss”, that is cubic metres of lost airflow.
Piping is not required in the recycling version, since the captured air is
purified through the hood’s active carbon filters and then returned to
the internal environment. In this version it is extremely important to
observe correct maintenance of the odour filters, and also replace
them when necessary.
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FILTRIRANJE ZRAKA

Postoje dvije razlicite vrste filtriranja zraka kod kuhinjskih napa. Prva
se sastoji od filtera za masnocu koji je uvijek prisutan u kuhinjskoj
napi i smjesten je na ulazu zraka u proizvod. Namjena filtera za
masnocu je da zastiti unutrasnjost proizvoda, filtrirajuci najvece
dijelove masnoce iz zraka. Ovi filteri mogu biti od razli¢itog materijala:
sinteticki (koji se trebaju mijenjati ciklicno), aluminijski (perivi) ili
aluminijski filter gril, koji se lako mogu ukloniti iz nape i rucno oprati
sa deterdzentom za sude ili u masini za sude. Druga vrsta filtera, filter
za mirise, je prisutan samo u recikliraju¢im kuhinjskim napama.
Njegova namjena je da procisc¢ava zrak nakupljen u kuhinjskoj napi.
Tradicionalno rjeSenje se sastoji u prikladno oblikovanom plasti¢nom
kontejneru koji sadrzi granule aktivnog ugljena. Ovaj posebni ugljen je
sposoban da uhvati i pohrani masnocu, vlagu i mirise. Ovi filteri se
moraju zamijeniti svakih 3-4 mjeseca radi aktivhog ugljena. Za filtere
mirisa, Elica nudi tehnoloski inovativnu alternativu, dugovjecni filter
(the Long Life Filter). Ovo jamci visoku ucinkovitost kombiniranu

s vrlo dugim Zivotnim ciklusom. Nije potrebno ¢esto mijenjanje jer
se moze regenerirati pri uobic¢ajenom ciklusu pranja u perilici suda i
zatim osusi deset minuta u pecnici na 100 stpnjeva C. Ako se ovaj
proces obavlja, dugovjecni filter (Long Life Filter) jamci iznimno
ucinkovito sluzenje i do 3 godine.

ISPRAVNA UGRADNJA

Ispravna ugradnja je vazna da bi se osigurao rad kuhinjske nape na
najbolji mogudi nacin. Svi koraci opisani u uputstvu za upotrebu
moraju se savjesno pratiti.

Takoder, pobrinite se da postujete minimalni razmak od vrha
povrsine kuhanja do nape kako je naznaceno u instrukcijama kako bi
se izbjegla moguca Steta na radnim dijelovima i kako bi zastitili svoju
sigurnost.

SIGURNOST

Tokom procesa proizvodnje, paZljiva serija vise od 50 testova i
ispitivanja vrsi se kako bi se osigurala sigurnost i funkcionalnost
Turboair kuhinjskih napa. Materijali, elektri¢ni dijelovi i elektronske
komponente se ponovno testiraju kako bi se jamcilo potpuno
pridrzavanje najstrozim sigurnosnim standardima. Svi proizvodi Elice
koriste glatke ivice, kaljeno staklo i samo-gasecu plastiku.

100°
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AIR FILTRATION

There are two distinct types of air filtration in a cooker hood. The first
consists of the grease filter, which is always present in the hood and
placed at the entrance to the product. The grease filter’s purpose is to
protect the interior of the product, filtering the heaviest grease
particles from the air. These filters can be of different types of
material: synthetic (to be replaced cyclically), aluminium (washable)
or aluminium filter grill, which can easily be removed from the hood
and washed either by hand with liquid soap or in the dishwasher. The
second type of filter, the odour filter, is present only in recycling
version hoods. Their purpose is to cleanse the air captured by the
cooker hood. The traditional solution consists of a suitably shaped
plastic container containing granules of active carbon. This special
carbon is able to capture and store grease, humidity and odours.
These filters, due to the active carbon, must in general be replaced
every 3-4 months. For the odour filter, Elica offers a technologically
innovative alternative: the Long Life Filter. This guarantees high
efficiency combined with a very long life cycle. It does not need to be
replaced frequently since it can be “regenerated” with a normal wash
in the dishwasher and drying in the oven for ten minutes at 100°C. If
this process is carried out, the Long Life Filter guarantees extremely
efficient service for up to 3 years.

CORRECT INSTALLATION

Correct installation is important to ensure that the hood works at its
very best. All the steps described in the product’s instruction booklet
must be scrupulously followed.

In addition, make sure to respect the minimum distance from the
cooktop to the hood as specified by the instructions in order to avoid
damage to the functioning components and to observe your own
safety as user.

SAFETY

During the production process, a painstaking series of more than 50
tests and examinations is used to ensure the safety and functionality
of Turboair hoods. Materials, electrical parts and electronic
components are repeatedly tested in order to guarantee total
conformity to the strictest safety standards. All Elica products make
use of smooth edges, tempered glass and self-extinguishing plastic.
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DALJNJE INFORMACIJE/ Further informations

ENERGETSKA OZNAKA

Enerqgy label

Energetska oznaka koju je uvela Europska komisija uredbom
(EU) br. 65/2014 i uredbom (EU) br. 66/2014 za ekoloski dizajn,
a koja odreduje razne minimalne zahtjeve za ucinkovitost,
predstavlja temeljni instrument pri izboru usisne kuhinjske nape
najpogodnije vlastitim potrebama. Naime, njezinim citanjem ne
samo Sto neposredno dobivate informacije u vezi s potroSnjom
energije, nego i jednostavnu i jasnu sliku uc¢inkovitosti kojom
ona obavlja svoje funkcije.

Slika pokraj pokazuje primjer energetske oznake i objasnjava
svako pojedino njezino polje.

Na svakoj stranici naseg kataloga nadi ¢ete jedan simbol koji
pokazuje energetsku klasu predstavljenog proizvoda. Kako biste
dobili detaljne informacije o svakoj pojedinoj verziji modela koji
vas zanima, izmedu ostalog i sve parametre navedene na
energetskoj oznaci, posjetite www.elica.com.

The Energy Label, introduced by the European Commission
through Regulation (EU) No. 65/2014 and Ecodesign Regulation
(EU) No. 66/2014 which defines the minimum efficiency
requirements, constitutes a fundamental tool for choosing the
most suitable extractor hood for the user’s needs.

Indeed, the label provides instant information on energy
consumption and the level of efficiency of the product’s
performances.

The image on the opposite page shows an example of an
energy label with the explanation of its various sections. Each
page of our catalogue contains a symbol indicating the energy
class of the product presented.

1 NAZIV ILI MARKA DOBAVLJACA.
SUPPLIER NAME OR BRAND.

2 IDENTIFIKACIJSKA OZNAKA MODELA.
MODEL IDENTIFICATION CODE.

3 KLASA ENERGETSKE UCINKOVITOSTI: A, A+ | A++ OZNACAVAJU RAZINE

MAKSIMALNE UCINKOVITOSTI; G MINIMALNU RAZINU.
ENERGY EFFICIENCY CLASS: A++ DENOTE THE MAXIMUM

EFFICIENCY LEVELS, E THE MINIMUM LEVEL.
4 PROCIJENJENA GODISNJA POTROSNJA ENERGIJE PRI STANDARDNO)

© 0 o 0
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UPORABI.
ESTIMATED ANNUAL ENERGY CONSUMPTION FOR STANDARD USE.

5 KLASA UCINKOVITOSTI PO DINAMICI FLUIDA: POKAZUJE UCINKOVITOST
KUHINJSKE NAPE U USISAVANJU PARA KOJE SE STVARAJU KUHANJEM (A
MAKSIMALNA, G MINIMALNA UCINKOVITOST).

FLUID DYNAMIC EFFICIENCY CLASS: INDICATES THE EFFICIENCY
WITH WHICH THE HOOD IS ABLE TO EXTRACT VAPOURS GENERATED
THROUGH COOKING (A MAXIMUM - G MINIMUM EFFICIENCY).

6 KLASA UCINKOVITOSTI OSVIETLJENJA: POKAZUJE UCINKOVITOST

KUHINJSKE NAPE U OSVJETLJAVANJU PLOCE ZA KUHANJE

(A MAKSIMALNA, G MINIMALNA UCINKOVITOST).

LIGHTING EFFICIENCY CLASS: INDICATES THE EFFICIENCY WITH
WHICH THE HOOD IS ABLE TO ILLUMINATE THE COOKER HOB (A
MAXIMUM - G MINIMUM EFFICIENCY).

7 KLASA UCINKOVITOSTI FILTRIRANJA MASNOCA: POKAZUJE
UCINKOVITOST KUHINJSKE NAPE U FILTRIRANJU MASNOCA KOJE SE
STVARAJU KUHANJEM (A MAKSIMALNA, G MINIMALNA UCINKOVITOST).
GREASE FILTERING EFFICIENCY CLASS: INDICATES THE EFFICIENCY WITH
WHICH THE HOOD FILTERS GREASE GENERATED THROUGH COOKING (A
MAXIMUM - G MINIMUM EFFICIENCY).

8  RAZINA BUKE: POKAZUJE MAKSIMALNU RAZINU BUKE KOJU STVARA
PROIZVOD PRI NORMALNOJ UPORABI.
NOISE LEVEL: INDICATES THE MAXIMUM NOISE LEVEL GENERATED
BY THE PRODUCT DURING NORMAL USE.
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PLUS O PROIZVODU / Product plus
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Free or
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LONG LIFE FILTER

Filter dugog vijeka trajanja ima iste karakteristike
kao revolucionarni filter osim ucinkovitosti filtriranja
koja se krec¢e od 40-60%.

Air filter that can be regenerated and keeps its cha-
racteristics for up to 3 years, avoiding unnecessary
replacements and waste. It has a superior level of ef-
ficiency of around 60%.

USER FRIENDLY ELECTRONIC
CONTROLS

Jasno graficko sucelje je od presudnog znacaja za
koristenje potencijalnih funkcija poklopca.
Jednostavno je i intuitivno za upotrebu, koristedi svu
tehnologiju elektronske komande.

A clear graphic interface is of crucial importance in
order to use the potential hood functions. It is
simple and intuitive to wuse, leveraging all
the technology of the electronic command.

PERIMETER ASPIRATION

Para proti¢e prema vanjskom dijelu kuhinjske nape
i zatim

se usisava s optimalnom efikasno$¢u. Celi¢na ili
staklena ploca poboljSava izgled proizvoda i
pojednostavljuje

ciscenje.

Fumes flow towards the external perimeter of the
cooker hood and are then sucked in with optimum
efficiency. The steel or glass panel both enhances
the appearance of the product and simplifies
cleaning.

FREESTANDING OR
UNDER-CABINET INSTALLATION

Isti proizvod se moze prilagoditi za razli¢ite tipove
kuhinje,a moze se pricvrstiti ili direktno na kabinu ili
se moze postaviti samostojeca instalacija s
instaliranim dimnjakom.

The same product can be adapted for different
types of kitchen, and can be fixed either directly to
the cabi-net or given a freestanding installation with
the chim-ney installed to suit.

KN
X ¥

Large
aspiration
surface

on
S

High
performance
motor

000
000

Washable
grease
filters

LARGE ASPIRATION SURFACE

Filter za masnoc¢u sa ve¢om povrsinom nudi vecu
koli¢inu protoka zraka, garantiraju¢i maksimalni
kapacitet sakupljanja dima.

The grease filter with a larger surface area offers a
greater amount of airflow, guaranteeing maximum
capacity of fume capture.

HIGH PERFORMANCE MOTOR

Motorizacija koja osigurava visoki protok zraka;
preporuca se

za velike kuhinje ili posebno intenzivne kuharske
aktivnosti.

Motorizzazione dalla elevata performance di aspira-
zione; consigliata per grandi ambienti cucina o per
cotture particolarmente intense.

WASHABLE GREASE FILTERS

Filteri za masnocu su prva filtracijska reSetka kroz
koju prolaze masti i pare od kuhanja i stoga se
moraju Cesto Cistiti. Prakti¢ne rucke na filterima
olaksavaju njihovo uklanjanje. Filteri se onda mogu
oprati ru¢no ili u perilici suda.

The grease filters represent the first filtration grid
for cooking vapours and grease and therefore must
be cleaned frequently. The convenient handles

on the filters make them easy to remove. The filters
can then be washed by hand or in the dishwasher.
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